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STALUFLEX®

The evolution of the corrugated panel

La produzione STARCELL S.p.A. di pannelli sandwich è stata 
ampliata con la linea  STALUFLEX®, pannelli alleggeriti  con 
anima in lamiera grecata.

STALUFLEX ® è il pannello sandwich con anima in lamiera 
grecata d’alluminio o d’acciaio zincato. Un attento 
controllo sulle materie prime, sul processo completamente 
automatizzato e soprattutto un incollaggio innovativo 
consentono a STARCELL di offrire al mercato, a parità di 
caratteristiche meccaniche, un pannello con un notevole 
vantaggio in termini di qualità estetica, di economicità e di 
garanzia nel tempo.  

Il pannello STALUFLEX®  può essere rivestito con i più svariati 
materiali e finiture (marmi e graniti naturali, ceramica, 
laminati decorativi HPL e CPL, solid surfaces, legni, acciaio 
inox, metalli speciali).

I pannelli STALUFLEX ® sono impiegati nell’edilizia, 
nell’arredamento, nel navale, nel ferroviario e in tutti quei 
settori ove siano richieste caratteristiche meccaniche, 
leggerezza e resistenza al fuoco.

Leggero, rigido, planare, incombustibile, 100% riciclabile, 
esteticamente esente da difetti superficiali, bello, italiano!

STARCELL S.p.A. production of sandwich panels has been 
extended with the STALUFLEX® line, lightened panels with a 
corrugated sheet core.

STALUFLEX® is a sandwich panel with a corrugated 
aluminium sheet core or in galvanised steel. 
A careful control on raw materials, on the completely 
automated process and above all innovative bonding allow 
STARCELL to offer the market, with the same mechanical 
characteristics, a panel with a considerable advantage in 
terms of aesthetic quality, cost-effectiveness and guarantee 
over time. 

STALUFLEX®  panels can be covered with a wide range of 
materials and finishes (natural marble and granite, ceramic, 
HPL and CPL decorative laminates, solid surfaces, wood, 
stainless steel, special metals).

STALUFLEX® panels are used in construction, furniture, 
shipbuilding, railway and all those sectors where 
mechanical characteristics, lightness and fire resistance 
are required.

Light, rigid, flat, incombustible, 100% recyclable, aesthetically 
free from surface defects, beautiful, Italian!

Edilizia /Facciate
 Construction/Wall cladding

Nautica e navale
 Boating and shipbuilding

Settore ferroviario
 Rail

Camere bianche
 Clean rooms

L’evoluzione del pannello grecato
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Pannelli Sandwich con anima in lamiera grecata 
d’alluminio o in acciaio zincato

Sandwich Panels with a corrugated aluminium sheet core or in galvanised steel

LEGGEREZZA - RIGIDITA’ - PLANARITA’ - INCOMBUSTIBILITA’

STALUFLEX®AL è un pannello sandwich con anima in 
grecato d’alluminio e pelli in alluminio grezzo naturale 
o trattato superficialmente. Il pannello STALUFLEX®AL 
trova ampio utilizzo nei più svariati campi 
d’applicazione, grazie alle sue particolari caratteristiche: 
leggerezza, elevata rigidità e planarità, elevate 
prestazioni meccaniche, resistenza al fuoco, assenza 
di emissione di fumi tossici, stabilità dimensionale 
nel tempo e facilità di lavorazione con le comuni 
macchine utensili. In ambito civile viene preferito dagli 
studi di architettura per la sua versatilità sia in campo 
strutturale (es. facciate ventilate, pavimentazioni, pareti 
divisorie, frangisole, tettoie, parapetti) che di finitura 
(arredamenti e allestimenti in genere); nel settore dei 
trasporti il mercato ferroviario e navale rappresentano 
due fondamentali destinazioni di utilizzo del pannello, 
scelto per costruire pareti divisorie, controsoffitti, bagni 
e pavimentazioni sopraelevate.

STALUFLEX® AL  aluminum corrugated panel

Il pannello STALUFLEX® ZN - 100% in acciaio 
zincato - è ampiamente utilizzato nei più svariati 
campi di applicazione, grazie alle sue particolari 
caratteristiche: leggerezza, rigidità e planarità 
elevate, elevate prestazioni meccaniche, resistenza 
al fuoco, assenza di emissione di fumi tossici e 
stabilità dimensionale nel tempo. 
Questo prodotto rappresenta una delle 
migliori soluzioni per applicazioni su pavimenti 
galleggianti o strutturali in edilizia, navi, treni e 
autobus oltre che come rivestimento verticale per 
l’edilizia, l’industria navale e ferroviaria.

STALUFLEX® ZN  corrugated panel in galvanized steel

Lighteness - Rigidity - Flatness - Non-combustibility      

Liability Disclaimer
The reported data are correct, according to the best knowledge of STARCELL SPA; with them we intend to give information about our products and their potential applications. No warranty is 
given, or is in any way implied, regarding specific properties of the products or their suitability for particular applications. STARCELL SPA reserves the right to make changes without further notice

STALUFLEX® AL is a sandwich panel 
with a corrugated aluminium core 
which has been treated superficially 
and skins in natural coarse 
aluminium or treated superficially.
STALUFLEX® AL panels are widely
used in the most varied fields of 
application, thanks to their particular
characteristics: lightness, high rigidity 
and flatness, high mechanical performance, 
fire resistance, absence of toxic fumes, dimensional 
stability over time and ease of processing with common machine tools. 
In the civil engineering sector, they are chosen by architectural firms 
for their versatility both in the structural field (e.g. ventilated façades, 
flooring, partition walls, sunshades, canopies, parapets) and in finishing 
(furnishings and fittings in general); in the transport sector, the railway 
and naval market represent two fundamental uses of the panel, chosen 
to build partition walls, false ceilings, bathrooms and raised floors.

STALUFLEX® ZN panels - 100% galvanized 
steel - are widely used in the most varied 
fields of application, thanks to their
 particular characteristics:  lightness, 
high rigidity and flatness, high
mechanical performance, fire  resistance, 
absence of toxic fumes and dimensional
stability over time. This product represents 
one of the best solutions for applications on
floating or structural floors in construction, 
ships, trains and buses as well as a vertical coating
for the building, shipbuilding and railway industries.

STALUFLEX® (AL-ZN)


